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SJIII Series 

Table 2-1a.  Specifications and Features - ANSI/CSA

60156AJ-ANSI 

 Weight with standard 3’ extension platform. 
(Refer to nameplate for machines with 5’ or 6’  
extension platform.) 

MODEL 3215 3219 3220 3226 

Weight 
2400 lb. 2580 lb. 3510 lb. 4135 lb. 

Width 32.0” 32.9” 

Length 70.0” 91.5” 

Platform
Size 26” x 62” 28” x 84” 

Stowed
Platform 34.7” 39.2” 38.0” 45.1” 

Platform
Elevated 15’ 19’ 20’ 26’ 
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Working 21’ 25’ 26’ 32’ 

ANSI 77.5” 84.7” 
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CSA

74” 78.4” 

79.75” 87” 

Drive Height  
(All Standards) 

FULL

High Travel Speed 2 mph 2.4 mph 

Elevated  Drive Speed 0.65 mph .64 mph .66 mph 

High Torque 
Drive Speed 

N/A 1.2 mph 1.33 mph 

Lift time 
(No Load) 

18 sec. 20 sec. 27 sec. 43 sec. 

Lower Time 
(No Load) 

32 sec. 39 sec. 41 sec. 53 sec. 

Lift Time 
(Rated Load) 

23 sec. 25 sec. 33 sec. 56 sec. 

Lower Time 
(Rated Load) 

24 sec. 29 sec. 29 sec. 42 sec. 

Gradeability 23% 25% 

12 x 4 x 8 16 x 5 x 12 
Tires

Solid Rubber 
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60246AH-ANSI

* 24’ with Dual Power  
Weight with standard 3’ extension platform.  Refer to Serial Nameplate for specific 
applications. 
(Refer to nameplate for machines with 5’ or 6’ extension platform.) 

1 Fill Hardness: 55 Durometer  

MODEL 4620 4626 4632 6826 6832 

Weight 
4100 lb. 4700 lb. 5075 lb. 5380 lb. 5680 lb. 

Width 46” 68” 

Length 91” 99.25” 

Platform
Size

42” x 83” 60” x 81” 

Working 26’ 32’ 38’ 32’ 38’ 

Platform
Elevated 

20’ 26’ 32’ 26’ 32’ 

Fixed
Railing

77.25” 84.5” 88” 93.6” 99” H
e

ig
h

t

Platform
Lowered

38” 45” 48.5” 50” 55.3” 

Drive Height 20’ 26’* 32’ 26’ 32’ 

High Travel Speed 2 mph 

Elevated 
Drive Speed 

0.56 mph 0.4 mph 

High Torque 
Drive Speed 

1 mph 

Lift time 
(No Load) 

24 sec. 48  sec. 50 sec. N/A 58 sec. 

Lower Time 
(No Load) 

48 sec. 45 sec. 62 sec. N/A 63 sec. 

Lift Time 
(Rated Load) 

32 sec. 54 sec. 59 sec. 65 sec. 60 sec. 

Lower Time 
(Rated Load) 

32 sec. 32 sec. 49 sec. 57 sec. 51 sec. 

Gradeability 25%

Tires
16 x 5 x 12 

Solid Rubber 
23 x 10.5 x 12 
Foam Filled1
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Table 2-1b.  Specifications and Features - AS

60156AI-AU

 Weight with standard 0.9m extension platform. 
 (Refer to nameplate for machines with 1.5 m or 1.8 m extension platform.) 

Model 3215 3219 3220 3226 

Weight 
 1090 kg 1170 kg 1583 kg 1864 kg 

Width 0.81 m 0.84 m 

Length 1.78 m 2.32 m 

Platform

Size
0.66 x 1.57 m 0.71 x 2.13 m 

Stowed
Platform

0.88 m 0.99 m 0.97 m 1.15 m 

Platform
Elevated 

4.6 m 5.8 m 6.1 m 7.9 m 

H
e
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Working 6.4 m 7.6 m 7.92 m 9.75 m 

Stowed Height 
Railings Up 

1.88 m 1.99 m 2.02 m 2.2 m 

Drive Height 
(All Standards) 

FULL

High Travel Speed 3.2 km/h 3.9 km/h 

Elevated 

Drive Speed 
1.05 km/h 1 km/h 1.06 km/h 

High Torque Drive 
Speed

N/A 1.9 km/h 2.14 km/h 

Lift time 

(No Load) 
18 sec. 20 sec. 27  sec. 43 sec. 

Lower Time 

(No Load) 
32 sec. 39 sec. 40.6 sec. 52 sec. 

Lift Time 

(Rated Load) 
23 sec. 25 sec. 33 sec. 56 sec. 

Lower Time 

(Rated Load) 
24 sec. 29 sec. 29 sec. 42 sec. 

Gradeability 23% 25% 

12 x 4 x 8 16 x 5 x 12 
Tires

Solid Rubber 
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60246AI-AU

* 7.32m with Dual Power  
** 6.71m with Dual Power 
*** 4.88m with Dual Power 

Weight with standard 0.9m extension platform.  Refer to Serial Nameplate for 
specific applications. 
(Refer to nameplate for machines with 1.5m or 1.8m extension platform) 

1 Fill Hardness: 55 Durometer  

Model 4620 4626 4632 6826 6832 

Weight 
1860 kg  2130 kg  2300 kg  2440 kg 2700 kg 

Width 1.17 m 1.73 m 

Length 2.31 m 2.52 m 

Platform
Size

1.07 x 2.11 m 1.53 x 2.05 m 

Working 7.92 m 9.75 m 11.6 m 9.75 m 11.6 m 

Platform
Elevated 

6.1 m 7.9 m 9.7 m 7.9 m 9.7 m 

Fixed
Railing

1.96 m 2.15 m 2.24 m 2.37 m 2.51 m H
e

ig
h

t

Platform
Lowered

0.97 m 1.14 m 1.23 m 1.27 m 1.40 m 

Drive Height 6.1 m*** 7.9 m* 9.7 m 7.0 m** 7.9 m 

High Travel Speed 3.2 km/h 

Elevated 
Drive Speed 

 0.90 km/h  .64 km/h 

High Torque 
Drive Speed 

1.6 km/h 

Lift time 
(No Load) 

24 sec. 48  sec. 50 sec. N/A 58 sec. 

Lower Time 
(No Load) 

48 sec. 45 sec. 62 sec. N/A 63 sec. 

Lift Time 
(Rated Load) 

32 sec. 54 sec. 59 sec. 65 sec. 60 sec. 

Lower Time 
(Rated Load) 

32 sec. 32 sec. 49 sec. 57 sec. 51 sec. 

Gradeability 25%

Tires
16 x 5 x 12 

Solid Rubber 
23 x 10.5 x 12 
Foam Filled1
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Table 2-1c.  Specifications and Features - CE

60156AH-CE

 Weight with standard 0.9 m extension platform. 
 (Refer to nameplate for machines with 1.5m or 1.8m  
 extension platform.) 

MODEL 3215 3219 
3220 / 
3220M 

3226 / 
3226M 

Weight 
 1090 kg 1170 kg 1583 kg 1864 kg 

Width 0.81 m 0.84 m 

Length 1.78 m 2.3 2m 

Platform
Size

0.66 x 1.57 m 0.71 x 2.13 m 

Stowed
Platform

0.88 m 0.99 m 0.97 m 1.15 m 

Platform
Elevated 4.6 m 5.8 m 6.1 m 7.9 m 

H
e

ig
h

t

Working 6.4 m 7.6 m 7.92 m 9.75 m 

Stowed Height 
Railings Up 

1.99 m 2.11 m 2.08 m 2.27 m 

Drive Height 
(All Standards) FULL

High Travel Speed 3.2 km/h 3.9 km/h 

Elevated 
Drive Speed

1.05 km/h 1 km/h 1.1 km/h 

High Torque Drive 
Speed

N/A 1.9 km/h 2.14 km/h 

Lift time 
(No Load) 

18 sec. 20 sec. 27  sec. 43 sec. 

Lower Time 
(No Load) 

32 sec. 39 sec. 40.6 sec. 52 sec. 

Lift Time 
(Rated Load) 

23 sec. 25 sec. 33 sec. 56 sec. 

Lower Time 
(Rated Load) 

24 sec. 29 sec. 29 sec. 42 sec. 

Gradeability 23% 25% 

12 x 4 x 8 16 x 5 x 12 
Tires

Solid Rubber 
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60246AH-CE

* 7.32m with Dual Power  
** 6.71m with Dual Power 
*** 4.88m with Dual Power 

Weight with standard 0.9m extension platform.  Refer to Serial Nameplate for 
specific applications. 
(Refer to nameplate for machines with 1.5m or 1.8m extension platform) 

1 Fill hardness: 55 Durometer  

MODEL 4620 4626 4632 6826 6832 

Weight 
1860 kg  2130 kg  2300 kg  2440 kg 2700 kg 

Width 1.17 m 1.73 m 

Length 2.31 m 2.52 m 

Platform
Size 1.07x2.11m 1.53x2.05m 

Working 7.92 m 9.75 m 11.6 m 9.75 m 11.6 m 

Platform
Elevated 6.1 m 7.9 m 9.7 m 7.9 m 9.7 m 

Fixed
Railing 1.96 m 2.15 m 2.24 m 2.37 m 2.51 m H

e
ig

h
t

Platform
Lowered 0.97 m 1.14 m 1.23 m 1.27 m 1.40 m 

Drive Height 6.1 m*** 7.9 m* 9.7 m 7.0 m** 7.9 m 

High Travel Speed 3.2 km/h 

Elevated 
Drive Speed  0.90 km/h  .74 km/h 

High Torque 
Drive Speed 1.6 km/h 

Lift time 
(No Load) 24 sec. 48  sec. 50 sec. N/A 58 sec. 

Lower Time 
(No Load) 48 sec. 45 sec. 62 sec. N/A 63 sec. 

Lift Time 
(Rated Load) 32 sec. 54 sec. 59 sec. 65 sec. 60 sec. 

Lower Time 
(Rated Load) 32 sec. 32 sec. 49 sec. 57 sec. 51 sec. 

Gradeability 25%

Tires
16 x 5 x 12 

Solid Rubber 
23 x 10.5 x 12 
Foam Filled1
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Table 2-2.  Owner’s Annual Inspection Record

Model Number____________________________ Serial Number_________________ 

Recording 
Date

Recording  
Year # 

1 2 3 4 5 6 7 8

Owner’s
Name

Inspected
By 

                  60141AA 

As described earlier in this section, this decal is located on the scissor assembly.  It must be completed after an annual 
inspection has been completed.  Do not use the aerial platform if an inspection has not been recorded in the last 13 
months. 
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Table 2-3a. Maximum Platform Capacities (Evenly Distributed) - ANSI/CSA

Manual Extension Platform Powered Extension Platform 

MODEL
Total Capacity Extension Capacity Total Capacity Extension Capacity 

3215 600 lb. 
2

Person
250 lb. 

1
Person

N/A

3219 550 lb. 
2

Person
250 lb. 

1
Person

N/A

3220 900 lb. 
2

Person
300 lb. 

1
Person

800 lb. 
2

Person
300 lb. 

1
Person

3226 500 lb. 
2

Person
250 lb. 

1
Person

N/A

4620 1300 lb. 
3

Person
300 lb. 

1
Person

1300 lb. 
3

Person
300 lb. 

1
Person

4626 1000 lb. 
3

Person
300 lb. 

1
Person

1000 lb. 
3

Person
300 lb. 

1
Person

4632 700 lb. 
2

Person
250 lb. 

1
Person

N/A

6826 1200 lb. 
3

Person
300 lb. 

1
Person

1000 lb. 
3

Person
300 lb. 

1
Person

6832 850 lb. 
3

Person
300 lb. 

1
Person

850 lb. 
3

Person
300 lb.  

1
Person

60315AE-ANSI 
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Table 2-3b. Maximum Platform Capacities (Evenly Distributed) - AS

Manual Extension Platform 
MODEL

Total Capacity Extension Capacity Maximum Side Force Maximum Wind 

227 kg 
2

Person
113 kg 

1
Person

400 N 0 m/s 
3215 

227 kg 
1

Person
227 kg 

1
Person

200 N 12.5 m/s 

227 kg 
2

Person
113 kg 

1
Person

400 N 0 m/s 
3219 

120 kg 
1

Person
120 kg 

1
Person

200 N 12.5 m/s 

408 kg 
2

Person
136 kg 

1
Person

400 N 0 m/s 
3220 

227 kg 
1

Person
227 kg 

1
Person

200 N 12.5 m/s 

227 kg 
2

Person
113 kg 

1
Person

400 N 0 m/s 
3226 

120 kg 
1

Person
120 kg

1
Person

200 N 12.5 m/s 

4620 590 kg 
3

Person
136 kg 

1
Person

400 N 12.5 m/s 

4626 454 kg 
3

Person
136 kg 

1
Person

400 N 12.5 m/s 

4632 317 kg 
2

Person
113 kg 

1
Person

400 N 12.5 m/s 

6826 454 kg 
3

Person
136 kg 

1
Person

400 N 12.5 m/s 

6832 454 kg 
3

Person
136 kg 

1
Person

400 N 12.5 m/s 

                         60315AE-AU 
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Table 2-3c. Maximum Platform Capacities (Evenly Distributed) - CE

Manual Extension Platform Powered Extension Platform 

MODEL
Total Capacity Extension Capacity Total Capacity Extension Capacity 

3215 227 kg 
2

Person
113 kg 

1
Person

N/A

3219 227 kg 
2

Person
113 kg 

1
Person

N/A

3220/3220M 408 kg 
2

Person
136 kg 

1
Person

363 kg 
2

Person
136 kg 

1
Person

3226/3226M 227 kg 
2

Person
113 kg 

1
Person

N/A

4620 590 kg 
3

Person
136 kg 

1
Person

590 kg 
3

Person
136 kg 

1
Person

4626 454 kg 
3

Person
136 kg 

1
Person

454 kg 
3

Person
136 kg 

1
Person

4632 * 317 kg 
2

Person
113 kg 

1
Person

N/A

6826 454 kg 
3

Person
136 kg 

1
Person

N/A

6832 454 kg 
3

Person
136 kg 

1
Person

N/A

60315AF-CE

*   4632 model is rated for wind Beaufort Scale 5, wind speed 8 – 10.8 m/s, wind pressure 72 N/m².

WARNING

The aerial is equipped with a Load Sensing System. Do not exceed the rated capacity of the aerial 
platform. Failure to avoid this will prevent operation of all normal controls/functions of the aerial 
platform. To resume normal operation remove the additional loads. 
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Table 2-4a. Floor Loading Pressure - ANSI/CSA 

60354AE-ANSI 

* min - Total machine weight with no options 
max - Machine weight + all options + full capacity 

** LCP - Locally Concentrated Pressure is a measure of how hard the machine presses on the areas in 
direct contact with the floor. The floor covering (tile, carpet, etc.) must be able to withstand more that 
the indicated values above. 
OUP - Overall Uniform Pressure is a measure of the average load the machine imparts on the whole 
surface directly underneath it. The structure of the operating surface (beams, etc.) must be able to 
withstand more than the indicated values above. 

NOTE: 
The LCP or OUP that an individual surface can withstand varies from structure to structure and is 
generally determined by the engineer or architect for that particular structure. 

TOTAL MACHINE LOAD TOTAL MACHINE 
WEIGHT WHEEL LCP** OUP** MODEL

lbs lbs psi psf 

min* 2400 960 100 160 
3215 

max* 3000 1200 110 200 

min* 2580 1032 100 170 
3219 

max* 3130 1252 110 210 

min* 3490 1396 110 175 
3220 

max* 4840 1936 130 245 

min* 4110 1644 120 210 
3226 

max* 4610 1844 130 235 

min* 4100 1464 191 146 
4620 

max* 5620 1904 223 199 

min* 4790 1948 211 171 
4626 

max* 5340 2288 235 191 

min* 5068 2112 208 180 
4632 

max* 5768 1392 220 204 

min* 5220 2088 78 112 
6826 

max* 6420 2568 84 137 

min* 5870 2348 82 125 
6832 

max* 7070 2828 94 151 
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